ORIENTAL® OSG60R0O35HT4ZF
SEMICONDUCTOR Enhancement Mode N-Channel Power MOSFET

Gener al Description

The GreenMOS® high voltage MOSFET utilizes charge balance technology to achieve outstanding

low on-resistance and lower gate charge. It is engineered to minimize conduction loss, provide

superior switching performance and robust avalanche capability.

The GreEhMOSries is integrated with fast recovery di o
ti me. I't is suitable for resonant switchbngitgpahdgi e
small er form factor

Features

L owpbspy& FOM

Extr emeslwi tlcoowi ng | oss

Excelshént ity and uniformity RoHS
Applications
. LED |lighting

Tel ecom

Adapter

Sever

Sol ar/ UPS

Key Performance Parameters

Parameter Value Unit
Vbs 600 \Y
Ip, pulse 198 A
Rbs(on), max @ Ves=10V 35 mq
Qg 82 nC
PD 380 W

Mar kimgor mati on

Product Name Package Marking
OSG60R035HTA4ZF TO247 OSG60R035HT4Z

Package In& Pin
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ORIENTAL®
SEMICONDUCTOR

Absolute Maximum Ratings at Tj=25A Qnless otherwise noted

OSG60R035HT4ZF
Enhancement Mode N-Channel Power MOSFET

Parameter Symbol Value Unit
Drain-source voltage Vbs 600 \%
Gate-source voltage (static) 20 \%
Gate-source voltage (dynamic) ves 30 Vv
Continuous drain currentV), Tc=25 € 66
Continuous drain current?, Tc=100 € ° 43 A
Pulsed drain current?, Tc=25 T Ip, puise 198 A
Continuous diode forward current?, Tc=25 T Is 66 A
Diode pulsed current?, Tc=25 T Is, puise 198 A
Power dissipation®, Tc=25 T Po 380 w
Single pulsed avalanche energy? Eas 810 mJ
MOSFET dv/dt ruggedness, Vps= 0 €00 V dv/dt 100 Vins
Reverse diode dv/dt, Vos= 0 0D V, IspOd dv/dt 50 Vins
Operation and storage temperature Tstg, Tj -55 to 150 C
Thermal Characteristics
Parameter Symbol Value Unit
Thermal resistance, junction-case Raasc 0.33 T/
Thermal resistance, junction-ambient Rdasa 62 C/wW
Electrical Characteristics at Tj=25A Qnless otherwise specified
Parameter Symbol Min. Typ. Max. Unit Test condition
Ef?fkﬁé’xfﬁonage BVoss 600 V| Ves=0V, Ib=1mA
\C,;o?:;gtgreShOId Vas(th) 35 55 \Y Vbs=Vgs, Ip=1 mA
Drain-soyrce on- Roson) 32 35 mq xesiig x :ng 2
state resistance 80 TjG:S]._50 o » 1= '
Gate-source 100 Ves=20 V
leakage current loss -100 A Ves=-20 V
oo crrent loss 10 | sA | Vos=600V, Vos=0 V
Gate resistance Re 3.5 q a=1 MHz, Op
Oriental Pag®.
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ORIENTAL®

SEMICONDUCTOR

Dynamic Characteristics

OSG60R035HT4ZF
Enhancement Mode N-Channel Power MOSFET

Parameter Symbol Min. Typ. Max. Unit | Test condition
Input capacitance Ciss 4293 pF
Ves=0V,
Output capacitance Coss 282 pF | Vbs=50V,
] a 200 kHz
Reverse transfer capacitance Crss 4.0 pF
Effective output capacitance,
energy related Coten 179 PF | Ves=0 V,
Effecuve output capacitance, Cott 1050 oF Vps=0 V-400 V
time related
Turn-on delay time td(on) 30 ns
. . Ves=10V,
Rise time tr 9 NS | \/ps=400 V,
. Re=2 q
Turn-off delay time t 72 ns '
! Vi aem Ib=20 A
Fall time t 2.8 ns
Gate Charge Characteristics
Parameter Symbol Min. Typ. Max. Unit | Test condition
Total gate charge Qg 82 nC
Gate-source charge Qus 25.5 nC | Ves=10V,
Vps=400V,
Gate-drain charge Qgd 30 nC Ib=20 A
Gate plateau voltage Vplateau 6.5 \%
Body Diode Characteristics
Parameter Symbol Min. Typ. Max. Unit | Test condition
. Is=66 A,
Diode forward voltage Vsp 1.3 \% Vas=0 V
Reverse recovery time trr 189 ns
Vr=400 V,
Reverse recovery charge Qn 900 nC 1s=20 A,
di/dt=100 A/
Peak reverse recovery current lrrm 8.4 A

Note

1) Calculated continuous current based on maximum allowable junction temperature.
2) Repetitive rating; pulse width limited by max. junction temperature.
3) Pdis based on max. junction temperature, using junction-case thermal resistance.

4) Vbp=100V, Ves=10 V, L=80 mH, starting Tj=25 T

Orient al

Semi conductovl. B Copyr

Pag3®.




ORIENTAL® OSG60R0O35HT4ZF

SEMICONDUCTOR Enhancement Mode N-Channel Power MOSFET
Electrical Characteristics Diagrams
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ORIENTAL"
SEMICONDUCTOR

OSG60R0O35HT4ZF

Enhancement Mode N-Channel Power MOSFET
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Figure 7. Threshold voltage
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Vgp, Source-drain voltage (V)

Figure 8. Forward characteristic of body diode
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Figure 9. Drain-source on-state resistance
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Figure 10. Drain current
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Figure 11. Typ. Coss stored energy

Figure 12. Safe operation area Tc=251
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