ORIENTAL" OST50N65HEV2F
SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode
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Key Performance Parameters

Parameter Value Unit
Vces mn@ 25T 650 Y
Maximum junction temperature 175 C
Ic, pulse 200 A
VcE(say, typ @ Vee=15V 1.55 V
Qg 112 nC

Mar king I nformation
Product Name Package Marking
OST50N65HEV2F TO247 OST50N65HEV?2

Package In& oRimmat i on
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ORIENTAL®

Absolute Maximum Ratings at T,=25 ° Qinless otherwise noted

OST50N65HEV2F
SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode

Parameter Symbol Value Unit
Collector emitter voltage Vces 650 \%
Gate emitter voltage 20 \%

VGes
Transient gate emitter voltage, Te< 1 (5, D<0.01 130 Vv
Continuous collector current?, Tc=25 € 80 A
Continuous collector current?, Tc=100 T ° 50 A
Pulsed collector current?, Tc=25 € Ic, puise 200 A
Diode forward current?, Tc=25 € 80 A
Diode forward current?, Tc=100 € * 50 A
Diode pulsed current?, Tc=25 T IF, puise 200 A
Power dissipationd, Tc=25 € 231 w
Power dissipation®, Tc=100 T " 116 w
Operation and storage temperature Tstg, Tyj -551t0 175 C
Thermal Characteristics

Parameter Symbol Value Unit
IGBT thermal resistance, junction-case Reasc 0.65 C/W
Diode thermal resistance, junction-case Resc 0.6 C/W
Thermal resistance, junction-ambient Reasa 40 C/w
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ORIENTAL®

OST50NG65HEV2F

SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode

Electrical Characteristics at T\;=25 ° Qinless otherwise specified

collector current

Parameter Symbol Min. Typ. Max. Unit Test condition
Collector-emitter B B
breakdown voltage V(BR)CES 650 \Y Vee=0V, Ic=0.5 mA

155 20 Vv Vee=15V, Ic=50 A
T,=25€C
Collector-emitter Vee=15V, Ic=50 A,
saturation voltage Veetsa 1.89 v T,=125 T
212 Vv Vee=15V, Ic=50 A,
Ty=175C
Gate-emitter _ _
threshold voltage Veem) 3.5 4.0 4.5 V| Vee=Vee, 1c=0.5 mA
1.35 155 v Vee=0V, IF=50 A
ij:25 C
Diode forward Ve 121 v Vee=0V, [r=50 A,
voltage T\=125C
1.14 v Vee=0V, Ir=50 A,
ij:175 C
Gate-emitter _ B
leakage current lces 100 nNA | Vce=0V, Vee=20 V
Zero gate voltage lces 10 U A | Vee=650 V, Vee=0 V
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ORIENTAL® OST50N65HEV2F
SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode

Dynamic Characteristics

Parameter Symbol Min. Typ. Max. Unit | Test condition
Input capacitance Cies 5517 pF
Vee=0V,
Output capacitance Coes 195 pF | Vce=25V,
] f 200 kHz
Reverse transfer capacitance Cres 21 pF
Turn-on delay time td(on) 31 ns
Rise time tr 37 ns
. Vee=15V,
Turn-off delay time td(ofr) 130 ns VEE:4OO v
. Re=10 Q
Fall time t 37 ns '
f c=50 A
Turn-on energy Eon 0.88 mJ
Turn-off energy Eoff 0.51 mJ
Turn-on delay time td(on) 30 ns
Rise time tr 17 ns
. Vee=15V,
Turn-off delay time td(off) 142 ns V§5:400 v
; Re=10 Q
Fall time t 20 ns '
f c=25 A
Turn-on energy Eon 0.29 mJ
Turn-off energy Eoff 0.17 mJ

Gate Charge Characteristics

Parameter Symbol Min. Typ. Max. Unit | Test condition
Total gate charge 112 nC
g 9 Q Vee=15V,
Gate-emitter charge Qge 36 nC | Vec=520V,
Ic=50 A
Gate-collector charge Qgc 37 nC

Body Diode Characteristics

Parameter Symbol Min. Typ. Max. Unit | Test condition
Diode reverse recovery time trr 114 NS | =400V,

. IF=50 A
Diode reverse recovery charge 1.1 C '

: yehard Or M~ | dirdt=50 0 A
Diode peak reverse recovery e 16 A Ty=25T
current

Note

1) Calculated continuous current based on maximum allowable junction temperature.
2) Repetitive rating; pulse width limited by max. junction temperature.
3) Pdis based on max. junction temperature, using junction-case thermal resistance.
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ORIENTAL"

OST50NG65HEV2F

SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode

Electrical Characteristics Diagrams
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Figure 5. Typical gate charge

Ve Gate-emitter threshold voltage (V)

300 250 T
Vee= 18V H/ls v Lol g e ] Vee= 18 V Y
250 7 200 13V
— | // / 12 V—| —~ / 12 V—
< 3:/ J _—
e 200 / ‘E
o | / L 11 V—] g 150 / ——11V—]
>
§ 150 / oyl © | / g 10 v
=] ] 2
R / 5 100
S 100 9 V— ) ] " V]
¥ / ¥ /
5] 8 v—| S 50 8V—]
50 7 v—
7V—
0 0 T
0 2 4 6 8 Y 2 4 6 8
Vg Collector-emitter voltage (V) Ve Collector-emitter voltage (V)
Figure 1. Typical output characteristics Figure 2. Typical output characteristics
(ij:25 C) (ij:150 C)
250 ‘ 7 10* 3
qw;,; @ 58 F ’ 3
<4 1
~T, @ 483 F , Cies
200 ‘
— ! 10°
< / I
= ’ =2 ]
g 150 ,' aé k Coes
S ) £ 3
£ 100 g s
R / o
S / ©
L)_ 50 / 10 Cres
O
2
0 - 10° T T - - -
4 6 8 10 12 14 100 200 300 400 500 600
Ve Gate-emitter voltage (V) V¢g Collector-emitter voltage (V)
Figure 3. Typical transfer characteristics Figure 4. Typical capacitance
(Vce=20 V) (Vee=0V, f=100 kHz)
16 T 4.5 T
lc =50 A / lc @ 833
14 .

4.0

3.5

™~

3.0

0 25 50 75 100 125 150 175
Ty Mxgf wlrq whpsh

Figure 6. Gate-emitter threshold voltage
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ORIENTAL"

OST50NG65HEV2F

SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode

Vegsary Collector-emitter saturation (V)
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Figure 7. Typical collector-emitter voltage
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Figure 8. Forward characteristic of diode
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Figure 9. IGBT transient thermal impedance
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Figure 10. Diode transient thermal impedance
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Figure 11. Switching energy vs. collector

current
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ORIENTAL®

Package Information

OST50N65HEV2F
SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode
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Symbol Min Nom Max
A 4.90 5.00 5.10
Al 2.31 2.41 2.51
A2 1.90 2.00 2.10
a 0.00 - 0.15
a 0.00 - 0.15
b 1.16 - 1.26
b2 1.96 - 2.06
b4 2.96 - 3.06
b6 - - 2.25
b7 - - 3.25
[ 0.59 - 0.66
D 20.90 21.00 21.10
D1 16.25 16.55 16.85
D2 1.05 1.17 1.35
E 15.70 15.80 15.90
E1l 13.10 13.30 13.50
E2 4.40 4.50 4.60
E3 1.50 1.60 1.70
e 5.436 BSC
L 19.80 19.92 20.10
L1 - - 4.30
M 0.35 - 0.95
P 3.40 3.50 3.60
P1 7.00 - 7.40
P2 2.40 2.5 2.6
Q 5.60 - 6.0
S 6.05 6.15 6.25
T 9.8 - 10.20
U 6.00 - 6.40

Version 1: TO247-J package outline dimension
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ORIENTAL®

Ordering Information

OST50N65HEV2F
SEMICONDUCTOR Enhancement Mode N-Channel Power IGBT with SiC diode

Package Units/ Tubes/ Units/ Inner Boxes/ Units/
Type Tube Inner Box Inner Box Carton Box Carton Box
TO247-J 30 20 600 4 2400
Product Information
Product Package Pb Free RoHS Halogen Free
OST50N65HEV2F TO247 yes yes yes
Legal Di scl ai mer
The informatidoecgmeanh Bhathisn no event be rega
condidrn omtsaracteristics. With respect to any exan
valuesheraiedand/ or any information rOagarndialg t h
Semi condec#&lbywcl aims any and all warranties and |
without | imitatioofirivagemaehtesf intellectual pro
party.
For further i nformation on otnadhn minsg ya n dd epl riivceersy,
cont a®©Or iteme al Segd lcondruaepgrowmseanbat eme Bl semi com
E Oriental Semi conductor Co./,Ltd. Al Rights
ORIENTAL"

SEMICONDUCTOR A Power Semicaonductor Innovator
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